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USB RF Devices - series of USB powered RF Switches, Attenuators
and Low Noise Amplifiers.

Device can be controlled through keypad and
LED display or computer application.

Types of devices

USBES

USB RF SWITCH

USB RF Switch

Technical specifications

Model:

Impedance:
Frequency Range:

Isolation:

Input IP3:

Insertion loss:

Switching Speed:

Input/Output
VSWR:

Max. RF Input
Power:

RF Connectors:
Dimensions:

SPDT 6 GHz

50Q
0.05-6 GHz

min. 37 dB,
typ. 40 dB

65 dBm

max. 2.25 dB,
typ. 1.5dB

10 ps typ.
max. 1.5:1,
typ. 1.25

28 dBm CW
31 dBm Pulse

SMA - female

55x 80 x 25 mm

USB B3

USB LOW NOISE AMPLIFIER

SPAT 6 GHz

50Q
0.05-6GHz

min. 34 dB,
typ. 50 dB

58 dBm

max. 3.2 dB,
typ. 2 dB

10 ps typ.
max. 1.5:1,
typ. 1.25

30 dBm CW

SMA - female

55x 80 x 25 mm

USBHE

USB RF ATTENUATOR

SP16T 6 GHz

50Q
0.05-6 GHz

min. 30 dB,
typ. 45dB

58 dBm

max. 6.4 dB,
typ. 4 dB

10 ps typ.

max. 1.8:1,
typ. 1.25
30 dBm CW

SMA - female
100 x 150 x 25 mm ﬁ“:
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USB RF Low Noise Amplifier
Technical specifications

Model:

Impedance:

Frequency Range:

Amplification
Range:

Min. Amplification
Step:

Noise Figure:
Output IP3:
Gain:

Switching Speed:

Input/Output
VSWR:

Max. RF Input
Power:

RF Connectors:
Dimensions:

LNA 3 GHz LNA 6 GHz
50 Q 50 Q
0.05 -3 GHz 0.7 -6 GHz
0-31.75dB 0-31.75dB
0.25dB 0.25dB
1.8 typ. 1.8 typ.
34 dBm 34 dBm
20 dB max. 20 dB max.
10 ps typ. 10 ps typ.
max. 1.8:1, max. 1.8:1,
typ. 1.4 typ. 1.4
7 dBm 7 dBm
SMA - female SMA - female
55 x 80 x 25 mm 55 x 80 x 25 mm

USB RF Attenuator
Technical specifications

Model:

Impedance:

Frequency Range:

Attenuation
Range:

Min. Attenuation
Step:

Insertion Loss:

Switching Speed:

Input/Output
VSWR:

Max. RF Input
Power:

RF Connectors:
Dimensions:

6 GHz

500
0.05-6 GHz

0-90dB

0.25dB

Range Typ. Max.
0-30dB 6dB 9.5dB
30-60dB  75dB 125dB
60-90dB 9dB 16 dB

10 ps typ.
max. 2:1,

typ. 1.3

28 dBm CW;
31dBm Pulse

SMA - female
55 x 80 x 25 mm
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